PREFACE- WELCOME TO THE PERSONAL LASERWRITER NT PRINTER 
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How to use this manual 

If you are a new owner using a Macintosh computer, you should read the Quick 
Setup Guide (or Chapter 1), Chapter 2, and Chapter 3 right away to get 
started working with your Personal LaserWriter. Turn to Chapter 4 when you're 
ready to learn more about typography. Read Chapters 5 and 6 to learn how to 
care for your printer. 

- Use the Quick Setup Guide or Chapter 1, "Setting Up the Personal 
LaserWriter NT," to set up your Personal LaserWriter and connect it to your 
c o mp u t e r . 

- Chapter 2 , "Installing Printer Software," tells you how to install the 
printer drivers and the fonts you'll use to print. 

- Chapter 3, "Printing Documents," is a reference guide for day-to-day 
o p e r a t i on. 

- Chapter 4, "Working With Fonts," covers the basics of Macintosh typography 
and the Personal Laser Wr iter fonts. 

- Chapter 5, "Maintenance," covers routine maintenance procedures such as 
replacing the toner cartridge. 

- Chapter 6, "Troubleshooting," covers solutions for minor problems that may 
occur. 

About the Personal LaserWriter NT 



The Personal LaserWriter NT is a member of a new generation of Apple laser 
printers. With this printer you can print both text and graphics at close to 
typeset quality. 
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wide array of fonts available either commercially or as shareware or 
freeware. See Chapter 4 , "Working With Fonts," for details. 



If you want programming or additional technical information about the 
Personal LaserWriter NT, write to APDA (Apple Programmers and Developers 
Associ ati on) : 
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You plan to clean the exterior of the case 



If you suspect your LaserWriter is damaged, contact your authorized Apple 
deal e r . 
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If necessary, consult your authorized Apple dealer or an experienced 
radio/television technician for additional suggestions. You may find helpful 
the following booklet, prepared by the Federal Communications Commission: 
"How to Identify and Resolve Radio-TV Interference Problems" (stock number 
004 - 000 - 00345 - 4) . This booklet is available from the U.S. Government Printing 
Office, Wa s h i n g t o n , DC 2 4 2. 



!! IMPORTANT: Changes or modifications to this product not authorized by 
Apple Computer, Inc., could void the FCC certification and negate your 
authority to operate the product. 
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Connecting to a Macintosh computer 



- Plugging in and turning on the printer 

If you've already set up your LaserWriter using the instructions in the Quick 
Setup Guide, you can skip this chapter. Go on to Chapter 2 , "Installing 
Printer Software." 

Choosing a location for the LaserWriter 
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■ Ordinary household current (with no symptoms of electrical problems, s 
as lights flickering when you run a big appliance, an air conditioner, o 
photocopi er) 

■ Well-ventilated area away from direct sunlight 

■ Temperature between 64 and 77 degrees Fahrenheit (18 and 25 degrees 
Ce I si us) 

■ Humidity between 30 and 70 percent 

■ Enough space around the printer to allow good air circulation and easy 
access to various features: 

stable surface for the printer. Be sur 
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If you haven't already done so, unpack your Laser Wr iter printer and toner 
cartridge. Be sure you have these items: 

The toner cartridge comes in a box of its own, separate from the printer. If 
you haven't already done so, take the cartridge out of the box and remove the 
plastic wrapper. 

You should also have two Local T a I k Locking Connector Kits (the Dl N- 8 
version). You can purchase these kits from your authorized Apple dealer. In 
each kit you will find: 

You need two kits because you must have one connector box for each device on 
a network. In this case, you need one connector box for your printer and the 
second one for your computer. 

Opening the Laser Wr iter 

Open the access door, at the front of the printer, so you can insert the 
toner cartridge. 

Installing the toner cartridge 

The toner cartridge contains the powdered "ink" the printer uses. Each 
cartridge lasts for about 3500 pages, depending on the kind of printing you 



do. If you print a lot of graphic images, you may need to change cartridges 
mo r e often. 

1. Unpack the toner cartridge and gently rock it to distribute the toner 
i n s i d e . 



2. Grab the tape tab and remove the tape. 



3, Insert the cartridge into the Laser Wr iter printer. 



4. Close the access door. 
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By the way: This procedure is the one you are likely to use most frequently. 
To learn about the alternatives available to you, see Chapter 3, "Printing 
Do c u me n t s . " 



1. Pull the paper cassette out. 



2. Load paper into the paper cassette. 



3. Slide the paper cassette back into place in the printer. 



Connecting the LaserWriter to your Macintosh 
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!! IMPORTANT: If you intend to connect the LaserWriter to a large network, 
you may need some additional equipment. See the Local Tal k Cable System 
Owner's Guide for details. !! 



Plugging in and turning on the Laser Wr iter 
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The LaserWriter takes about a minute to warm up, and then it automatically 
prints a startup page. (It prints the startup page every time you restart 
it.) 
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- Personal LaserWriter NT Fonts contains the screen fonts you need to install 
on your computer. (For detailed information about how fonts work with the 
Laser Wr iter printer, see Chapter 4, "Working With Fonts.") 

!! IMPORTANT: Be sure to make copies of the Personal LaserWriter NT 
Installation Disk and the Personal LaserWriter NT Fonts disk to use in the 
installation process. Store the originals in a safe place. (The books that 
came with your Macintosh have instructions on copying disks.) !! 

Do you need LaserWriter and Laser Prep? If you have added the Personal 
LaserWriter printer to an existing network that includes other LaserWriter 
printers, you may be able skip this procedure. You probably have the 
appropriate printer software installed as part of your Macintosh system 
software. 
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e s s a r y , s 


el 


e c 


t 


and open 


t h 


e st 


a r t u p disk i 


con. 






The 


wi n d o w 


for the 


st 


a r 


t u 


p disk a 
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a r s . 










2. 


1 n s e r t 


the P e r s 


o n 


al 


L 


a s e r Wr i t 


e r 


NT 1 


n s t a 1 1 a t i on 


Disk into a f 1 





p p y disk 



drive 



If necessary 


r 


open t h 


e disk i c 


3. Copy Las 


e r 


wr i t e r 


and Laser 


disk. 
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n t e r Mo 


n i t o r 


The Personal 


L 


a s e r Wr i 
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n t e r 




If your n e t wo r 


k i n c 1 u 


d e s mo r e 


one a d i s t i n 


g u 


i s h i n g 


n a me . To 
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f 


i n d on 


the P e r s o 


you use the 


Na 


me r , ma 


k e sure t 


The N a me r d i 


al 


o g box 


appears. 


You can use 


t h 


is p r o c 


e u u r e r. o 
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Installing t 


he 
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d o c u me n t 
This d o c u 
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ha 


t a 


ppe 


a r s 


o n t 


he Personal 


c u 


me 


nt 


i s 


i mp 


o r t a n 


t to the care and 


( F 


o r 


mo 


r e 


i nf 


o r ma t 


ion, see 


t h 


e 


CI e 


a n i 


ng 


Page" 


in Chapter 5 . ) 



When you ne 
Personal La 
of the CI ea 



e d to print t 
s e r Wr i t e r NT 



e a 


n i 


n g Page, you 


c a n 


a 1 


wa 


ys 


1 1 


a t 


ion Disk. If 


y o u 


pr 


ef 


e r 


ha 


r d 


disk and pri 


nt 


i t 


f r 


o m 



you can drag a copy 



The other folder 



The 


re is 


a f o 
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n a me 


d 


Ot her 





n the 


P 


e r s 


o n a 1 


L 


a s 


e r Wr 
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Di s 


k. Th 


is f 


1 der 


c o n t 
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ins v e 


r s 
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a s e r 
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or use 
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h pri 
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t ha 


t can 




print 
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color 




o r 


gray 


s 


c a 


1 e. 


1 t 
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1 s o c 


o n t 


a i n s 


Font 


Ut i 


1 i t y , 


a n a 


ppl i 


c a t i o 


n 


you c 


a n 


use t 





s t 


o r e 


d o 


wn 


load 


abl 
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font 


s t 


e mp o 


r a r i 1 y 


i n 


r a n d o 


m- a c c 
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Installing fonts 



The 


L a s e 


r Wr i t 


e r 


p r i 


nt 


e r c 


o me s 


wi t 


h c 


e r 


tain 


fonts 


i n t 


he p r 


inter's 


me mo r y . To 


s e e 


t he 


best 


i ma 


ge 


of 


t he 


s e f o 


n t s 


o n 


y 


our s 


c r e e n , 


y o u 


mu s t 


i n s t a 1 1 




c o r r 


e s p o 


n d i n g 


s c 


r e e 


n 


font 


s . To 


do 


t h 


i s 


y o u 


use a 


ut i 1 


i t y a 


ppl i c a t i 


on called 



F o n t / D A Mover 



1. Insert the Personal LaserWriter NT Fonts disk, and open the Font/DA Mover 
on that disk. 



The Font/DA Mover dialog box appears. 

2 . To display the fonts from the Pers 
Open. 

The directory dialog box that appears 
Laser Wr iter NT Fonts disk. 

3. In the Personal Laser Wr iter Fonts 
(blacken) the fonts you want to copy. 

4. Click Copy and wait until the proc 

5. Verify that the fonts you copied a 
your System file. 

6. Click Quit. 

Congratulations! You have successfully 
software. Next, you need to identify y 
"Choosing a Printer" in Chapter 3. 

Click the hard disk icon and choose Op 
the icon.) 

Installing Laser Wr iter and Laser Prep 
System Folder 

(where you need to place the LaserWrit 

Printer software already installed 

Chapter 2 : Installing Printer Software 

Click the Namer icon and choose Open f 
icon to open it.) 

Naming the printer 

1 To select the type of device, click 
icons for different printers here depe 
Folder.) 

2 If it's not already selected, click 
("Personal LaserWriter NT" in this cas 

5 When you're finished, click Quit. 

3 Type a name for the printer. 

4 Click Rename. 

Chapter 2: Installing Printer Software 

Installing Print Monitor 

Chapter 2: Installing Printer Software 



onal LaserWriter NT Fonts disk, click 
lets you navigate to the Personal 
list, drag down the list to select 
ess is finished. 

re included in the list of fonts in 

installed the Laser Wr iter printer 
our new printer in the Chooser. See 

en from the File menu. (Or double-click 



er and Laser Prep icons) 



romthe File menu. (Or double-click the 



the LaserWriter icon. (You may see 
nding on what you have in your System 



the current name of your printer 
e) . 



Drag the selected icon to the System Folder. When the System Folder Is 
highlighted (changes color), release the mo use button. 

Chapter 2 : Installing Printer Software 

Installing fonts 

Click the Font/DA Mover icon and choose Open from the File menu. (Or double- 
click the icon.) 

For access to the fonts on the Personal LaserWriter NT Fonts disk, click 
Open. 

These are the fonts already installed on your disk. (You want to add to this 
list.) 

Name of current startup disk 
The Other folder 

You can copy the Cleaning Page to your hard disk. 
Chapter 2 : Installing Printer Software 
Installing the Cleaning Page 

Fonts successfully installed in your System file 
Chapter 2: Installing Printer Software 

If necessary, click the Drive button until you see Personal LaserWriter Fonts 
here. 

Click the Personal LaserWriter NT Fonts file, then click Open. 

Click the first name, then drag the pointer down past the bottom of the box 
until you reach the end of the list. 
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P r i n t i n g 


a 


do 


c u me n t 


can be as 


s 


i mp 1 e a 


s choosing the Print command, or 


can take 


a d v a 


n t a g e 


of special 





p t i o n s 


and features. This chapter tells 


about: 
















- C h o o s i 


n g 


a 


p r i n t e 


r f r o m t h e 


n 


e t wo r k 




- De f i n i 


n g 


yo 


ur pag 


e setup 








- P r i n t i 


n g 


f r 


o m wit 


h i n an a p p 1 


i 


c a t i on 


program or from the desktop 


- P r i n t i 


n g 


o n 


di f f e 


rent kinds 





f paper 




C h o o s i n g 


a 


pr 


inter 











To use your Laser Wr iter for the first time (or to change from one printer to 



another), you must let the Chooser know which printer you want to use 



The Chooser window appears. 

!! IMPORTANT: You don't need to use the Chooser every time you print. You 
must choose a printer the first time you print. After that, use the Chooser 
only to change to a different printer. !! 

Defining your page setup 

Because the most frequently used options are preset, you do not have to use 
Page Setup every time you print. This command lets you change specific 
printing options, such as paper size. 

If you are using an application program, the dialog box may not look exactly 
like the one shown here, but all Page Setup dialog boxes have many features 
in co mmo n . 



1. Choose Page Setup 


from t h 


e 


C I 1 ft 

rile 


me n u . 














- Font Substitution c 


o n v e r t s 


c e 


r t a i 


n Ma c i n t o 


s h s c r 


e e n f 


o n t s i 


n t o 






corresponding Laser Wr 


iter f o n 


t s 


















- Text Smoothing and 


G r a p h i c s 


S 


mo o t 


h i n g ma y 


i mp r o v 


e the 


a p p e a 


r a n c 


e o f 


p r i n 


text and graphics by 


" s mo o t hi 


ng 


11 r o 


ugh edges 














- Faster Bit ma p Print 


i n g can 


5 P 


e e d 


up the t i 


me i t 


takes 


to p r 


i nt 


b i t ma p s 


(such as MacPaint doc 


u me n t s o 


r 


Ka nj 


i text). 














2. To see additional 


feature 


s , 


c 1 i 


c k Option 


s . 












- Flip Horizontal and 


Flip Ve 


r t 


i c a 1 


flip the 


i ma g e 


o f y 


our pa 


ge a 


long 


a 


horizontal or vertica 


1 axis. 




















- Invert Image lets y 


o u print 


a 


neg 


a t i v e i ma 


ge of 


your 


d o c u me 


nt . 






- Precision Bit ma p Al 


i g n me n t 


r e 


d u c e 


s the eve 


r y t h i n 


g on 


the p r 


i n t e 


d p a 


g e by 


percent, letting you 


avoid mi 


n o 


r d i 


s t o r t i o n s 


. To s 


e e wh 


at d i f 


fere 


n c e 


this 


setting makes, print 


a d o c u me 


nt 


wi t 


h it and 


wi thou 


t it. 










- Larger Print Area 1 


e t s you 


pr 


i nt 


on mo r e o 


f the 


total 


page 


area 


. Th 


i s 


option uses s o me me mo 


r y in t h 


e 


L a s e 


r Wr i t e r t 


hat mi 


g h t o 


t h e r wi 


s e h 


ol d 




downloadable fonts. 1 


f you c a 


n ' 


t do 


wn 1 o a d a 1 


1 the 


fonts 


you n 


e e d , 


t u r 


n off 


Larger Print Area or 


turn on 


Un 


1 i mi 


ted Do wn 1 


o a d a b 1 


e F o n 


t s . 









- Unlimited Downloadable Fonts removes any limit on the number of fonts you 
can download, but your document may take longer to print. You can select both 
Larger Print Area and Unlimited Downloadable Fonts. 

Printing from within a program 

To print a document from within an application program, the program must be 
open and the document window must be active. 



1 n 


mo s t c 


a s e s a P r 


i nt 


d i a 1 o g 


box 


appears, 


wi t h 


o p t i 


o n s 


for 


p r i n t i 


n g your 


d o c 


u me n t . 


The dial 


og 


box ma y 


n o t 


look e x a 
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o n e 


shown 


here, but 


wi 1 
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o p t i o n s 
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c o mmo n 


wi t h 


this one 
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ng 
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r o 


m 
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Pri n t i 


ng 


f 


r o 


m 


t he 


des kt 


o p i 


s idea 


1 when you kn 
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wh i 


c h doc 


ument you want to 


print 




a 


nd 


y 


J 
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o p r 


i nt it 


as is, with 
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c h a 


nges . 


(If the application 
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m 


U 5 


ed 


t 


o c 


r e a t e 


t he 


d o c u me 
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pen, 


it's 


best to print from 


wi t hi n 


t 


he 


P 


r o 


g r a 


m. ) 
















To pri 


nt 


f 


r o 


m 


t he 


des kt 


op: 















1. Select the icon of the document you want to print. 

2 . Choose Print from the File menu. 



The program you used to create the document opens temporarily. Then the Print 
dialog box appears, with options for printing your document. 

Printing from the paper cassette 



For mo s t o 


f your 


d a y - 


t o- d 


ay 


pri n t i 


n g you'll 


p r o b a b 1 


y use the 


paper cassette 


and let t h 


e Laser 


Wr i t 


e r p 


r i 


n t e r f e 


e d the pa 


per auto 


ma t i c a 1 1 y 




The paper 


c a s s e 1 1 


e wo 


r k s 


be 


st when 


you use 


20- 1 b. t 


y p e wr i t e r 


or photocopy 


bond paper 


. Al t ho 


ugh 


2 0-1 


b. 


paper 


is r e c o mme n d e d , t 


he cassette will accept 


16- 1 b. to 


28- 1 b. 


p a p e 


r . 














As long as 


the we 


i g ht 


i s 


a c 


c e p t a b 1 


e , you c a 


n also u 


s e : 




- Three- ho 


1 e p u n c 


hed 


pa pe 


r 












- L e t t e r h e 


ad p a p e 


r 
















Three- hoi e 


p u n c h e 


d pa 


per. 




You can 


print do 


c u me n t s 


on paper 


that's three-hole 


punched ( f 


or use 


i n a 


t h r 


e e 


-ring b 


i n d e r , f o 


r e x a mp 1 


e) . 




Letterhead 


paper. 


To 


d r e 


s s 


up rep 


o r t s and 


1 e 1 1 e r s , 


you can 


print on 


1 e 1 1 e r h e a d 


paper. 


J us 


t ma 


ke 


sure t 


he weight 


of the 


paper is 


between 16 and 28 


pounds - - 


with 2 


-lb, 


pap 


e r 


being 


the best 


choi c e . 







Printing from the envelope cassette 

The Personal Laser Wr iter printer lets you print on up to 15 envelopes 
automatically from the optional envelope cassette. Use only envelopes whose 
size falls within these ranges: 

- Minimum: 3.5 x 7 inches ( 8 6 x 1 7 8 mm) 



Maximum: 7.4 x 10.5 inches ( 1 8 8 x 2 6 7 mm) 



The weight and 


const 


r u c t 


i o n 


q u a 1 i t 


y of envelopes can 


vary 


widely. While many 


envelopes work 


we 1 1 


wi t h 


t he 


e n v e 1 


ope cassette and t 


he Las 


erWriter printer, 


s o me do not. B 


e f o r e 


y o u 


b u y 


large 


quantities of any 


e n v e 1 o 


p e , print s o me 


s a mp 1 e s to ma k 


e sure 


t he 


y wo 


r k we 1 


1 with the Laser Wr 


iter. 




! ! 1 MPORTANT: 


When 


y o u 


pr i 


n t e n v 


elopes, use the fa 


c e - u p 


delivery tray to 


receive the pr 


i n t e d 


r e s u 


Its. 


For i 


nstructions on ope 


n i n g t 


he tray, see 


"Choosing Face 


-Up De 


live 


r y, " 


later 


in this chapter. 


! i 




Before you pri 


n t on 


e n v e 


lope 


s , c h o 


ose Page Setup fro 


m t h e 


File menu. (You 



need to modify your page setup to accommodate envelopes.) 
Printing from the multipurpose tray 

As its name suggests, you can use the multipurpose tray for more than one 
purpose: 

- Auto ma tic printing 

- Manual feed printing 

- Two-sided printing 

Opening and adjusting the multipurpose tray. Opening the multipurpose tray 
is the same any time you use it. How you adjust the tray depends on what kind 
of paper or envelope you plan to print on. 



Adjust the multipurpose tray extension to suit your needs. (Your paper should 
rest on the tray without sticking out over the edge.) 



Automatic printing. The multipurpose 
printing jobs when you want to use pap 
your paper cassette. For example, you 
the paper cassette and a small stack o 
tray. 



t r 


a y i 


s 


u s e f u 


1 for 


s ma 1 1 a 


ut 


o ma 


t i c 


e r 


t ha 


t 1 


s di f 


f e r e n t 
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he 


pa 


per in 


mi 


ght 


ke 


e p st 


a n d a r d 


t y p e wr 


i t 


e r 


bond in 


f 


1 et t 


e r 


head 


paper 


in the 


mu 


1 t i 


purpose 



!! IMPORTANT: Any time you want to print from the multipurpose tray, you 
must select Manual Feed in the Print dialog box. !! 

The next four illustrations will help you orient paper and envelopes 
correctly in the multipurpose tray. 



!! IMPORTANT: When you print envelopes, use the face-up delivery tray to 
receive the printed results. For instructions on opening the tray, see 
"Choosing Face-Up Delivery," later in this chapter. !! 



Manual feed printing. When you want to print on special materials, including 
sheets of labels or transparencies, use the manual feed feature of the 
mu I t i p u r p o s e tray. 

!! IMPORTANT: Any time you want to print from the multipurpose tray, you 
must select Manual Feed in the Print dialog box. !! 

The next five illustrations will help you orient paper and envelopes 
correctly in the multipurpose tray. 

!! IMPORTANT: When you print envelopes, labels, and overhead 
transparencies, use the face-up tray. (This helps avoid paper jams and 
curling.) For details on opening and using the tray, see "Choosing Face-Up 
Delivery," later in this chapter. !! 



!! IMPORTANT: When you print envelopes, labels, and overhead 
transparencies, use the face-up tray. (This helps avoid paper jams and 
curling.) For details on opening and using the tray, see "Choosing Face-Up 
Delivery," later in this chapter. !! 



Two-sided printing. To print two-sided documents, use the multipurpose tray 



1 1 

mu s 


1 MPORTANT: An 
t select Manual 


y t i me 
Feed i 


you want to print from the multipurpose tray, you 
n the Print dialog box. !! 


1. 


Print the firs 


t side 


of the page. 


2 . 

t he 


Place the prin 
top of the p a g 


ted p a g 
e t o w a r 


e in the multipurpose tray, printed side up, with 
d the printer. 


3. 


Print the seco 


n d side 


of the page. 


CI o 


sing face-up de 


livery 




Mo s 
s e r 
del 


t of the t i me , 
ve your needs, 
ivered face up. 


face- do 
If n e c e 


wn delivery (the standard delivery method) will 
ssary, however, you can choose to have printed pages 


! ! 

y o u 
! i 


1 MPORTANT: Wh 
need to use t h 


en you 
e face- 


print envelopes, labels, or overhead transparencies, 
up tray. (This helps avoid paper jams and curling.) 


Ope 


ning the face-u 


p tray 




1. 

t r a 


Open the mu 1 t i 


purpose 


tray; then lift the latch to release the face-up 


Hoi 


d your other ha 


n d u n d e 


r the tray to support it. 


2. 


Lift the face- 


up tray 


up and out. 


3. 


Raise the tray 


until 


it locks into place. 


4. 


Flip open the 


e x t e n s i 


o n . 


CI o 


sing the face-u 


p tray 
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1 . 


r U 1 U 111 L 11 c c X 


l c ii s i on 




2. 


Lift the tray 


at an a 


ngle and push down fir ml y to unlock it. 


3. 


Lower the fold 


e d face 


-up tray into position for closing, 


4. 


Close the tray 


f i r ml y 
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r NT 


pr i 
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- Screen f 
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- E x a mp 1 e s 
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- Using K e 


y Cap 
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In a d d i t i o 


n , t h 


i s 



describes how to add fonts to, or remove them from, your System file. 
How printing works 

Although choosing Print to print a document is a simple procedure, printing a 
Macintosh document on a LaserWriter printer involves a complex, multistep 
process. This section describes the printing process from the computer's 
point of view. You don't need to know this information, but it might help you 
understand your printer's behavior. 

You create a document using screen fonts. Screen fonts reside in the System 
file and contain information the system needs to display text on a Macintosh 
screen. Fonts in menus and fonts you add to or remove from your System file 
are screen fonts. 



As so 


o n 


as you choose 


the Print c o mma n d 


, t 


he L a s e 


r Wr i t e r 


p r i n 


t e r drive 


r 1 o 


at t h 


e 


document on yo 


ur screen and begi 


n s 


to c o n v 


e r t it t 


o t h 


e P o s t S c r 


I pt 


page- 


1 a 


yout language 


that the Laser Wr it 


e r 


u n d e r s t 


a n d s . 








The p 


r i 


n t e r driver ma 


tches screen fonts 


wi 


t h a v a i 


1 a b 1 e p r 


i n t e 


r fonts. 


The 


print 


e r 


driver first 


checks to see what 


f 


n t s are 


built i 


n t o 


the print 


e r . 


Each 


t i 


me it e n c o u n t e 


rs a new screen fo 


nt 


in the 


d o c u me n t 


, th 


e driver 


c h e c 


to s e 


e 


whether a ma t c 


hing printer font 


i s 


stored 


in the p 


r i n t 


e r . 




Print 


e r 


fonts are s t o 


red in the Laser Wr 


i t e 


r ' s per 
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only me mo 
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( ROM) 
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1 as 


. B e c a u 


s e the f 


o n t s 


are s t o r 


e d i 


the p 


r i 
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o them is quick. B 


e c a 


use the 


y are s t 


o r e d 


as ma t h e 


ma t i 


f o r mu 


1 a 


s , the P o s t S c r 


ipt program can pr 


o c e 


s s the 


i n f o r ma t 


i o n 


quickly a 


nd 


a c c u r 


at 


e 1 y . 
















When 


a 


screen font an 


d printer font mat 


ch, 


the dr 


i v e r t e 1 


1 s t 


he p r i n t e 


r t o 


use t 


ha 


t font, and t h 


e printer prints t 


he 


text. B 


u i 1 t - i n 


font 


s let the 




Laser 


Wr 


iter print mo r 


e efficiently. 















Samples of Laser Wr iter printer fonts: Later in this chapter you'll find 
samples of the 12 printer fonts built into your Laser Wr iter printer. 

Next, the printer driver matches screen fonts with downloadable fonts. Like 
printer fonts, a downloadable font is stored as a mathematical formula, but 
it is not stored in the printer's memory. Instead, it is kept inside the 
System Folder on a disk. If a screen font doesn't match any of the available 
printer fonts, the printer driver searches for matching downloadable fonts on 
disks in your disk drives. 
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When all else fails, the printer driver creates bitmaps of screen font 
the printer driver can't find a printer font or a downloadable font th 
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You can use the smoothing option in the Page Setup dialog box to improve the 
appearance of text printed without a printer font. But the print quality will 
not equal what you get when you print with a printer font. 

This section has described some benefits of using screen fonts that have 
matching printer fonts. In the next section you'll see samples of the printer 
fonts that are built into your Laser Wr iter printer. 



The Laser Wr iter printer fonts 



The 12 font families built into your printer's permanent, read-only memory 
(ROM) should satisfy most of your printing needs. 

Although there are thousands of type designs, all Latin alphabet font 
families can be classified as either serif or sans serif. 



Serifs, the strokes at the ends of letterforms, are not just for decoration. 
Serifs guide the eye along the printed line, increasing legibility. 

The LaserWriter comes with six serif fonts: ITC Bookman, Courier, New Century 
Schoolbook, Palatino, Times, and ITC Zapf Chancery. 



ITC Book ma n 



ITC Bookman is a classic font family for text. It's easy to read because even 
large quantities don't look crowded. Here is the character set for 12-point 
ITC Book ma n: 



abcdefghi j kl mnopqrstuvwxyz 
ABCDEFGHI j KLMNOPQRSTUVWXYZ 
1 1234567890- =[];',. /\ 
~! @#$% A &* ()_+{}:"<>? | 



Co u r i e r 



Courier is the only monospaced LaserWriter font. In a monospaced font, each 
letter occupies the same amount of space on the line. The other Laser Wr iter 



fonts are all proportionally spaced, meaning that different letters are 
assigned different spacing according to their size and shape. 

Compare the lengths of the two strings shown here. 

Courier: ITC Book ma n: 

i i i i i i i i mmmm mmmm 

Here is the character set for 12-point Courier: 
abcdefghi j kl mnopqrstuvwxyz 
ABCDEFGHI j KLMNOPQRSTUVWXYZ 
1 1 2 3 4 5 6 7 8 9 - =[ ] ; 1 , . /\ 
~! @#$% A &* ()_+{}:"<>?| 
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ABCDEFGHI J KLMNOPQRSTUVWXYZ 
1 1234567890- =[ ] ; 1 , . /\ 



~! ()_+{}:"<>?! 



Pal a t i no 

If you want a formal, weighty look -- in a proposal or an annual report, for 
example - - Palatino is an excellent choice. It is dignified but easy to read, 
Here is the character set for 12-point Palatino: 

abcdefghi j kl mnopqrstuvwxyz 

ABCDEFGHI J KLMNOPQRSTUVWXYZ 



1 2 3 4 5 6 7 8 9 - =[]; 1 ,./ \ 



~! ().+{}:"<>? 



1 . . » 1 

T i me s 

The Times font family is a standard choice for newspapers and other 
periodicals. Attractive and easy to read, its compact design makes it ideal 
when space is at a premium. Here is the character set for 12-point Times. 

abcdefghi j k I mnopqrstuvwxyz 

ABCDEFGHI j KLMNOPQRSTUVWXYZ 

1 1234567890- =[]; 1 ,. / \ 

~! @#$% A &* ()_+{}:"<>? | 



ITC Zapf Chancery 

ITC Zapf Chancery is more of a speci 
designed to look handwritten, so it' 
Here is the character set for 12- p o i 

abcdefghi j kl mnopqrstuvwxyz 

ABCDEFGHI j KLMNOPQRSTUVWXYZ 

1 1 2 3 4 5 6 7 8 9 - =[ ] ; 1 , . /\ 

~! @#$% A &* ()_+{}:"<>?| 



alty font than a true serif style. It is 
s ideal for a calligraphic appearance, 
nt ITC Zapf Chancery. 



Sans serif fonts 

Sans serif means "without serifs." These fonts are characterized by simple, 
striking lines that make them particularly appropriate for titles and 
headings, or wherever large type is needed. They are also well adapted to 
spreadsheets and charts. So me designers like the clean, modern look they give 
to text, but the serif styles are probably more readable in large quantities. 

The LaserWriter sans serif fonts are ITC Avant Garde, Helvetica, and 
Helvetica Narrow. 

ITC Avant Garde 

The geometric, symmetrical appearance of ITC Avant Garde makes it a popular 
choice for display text. Here is the character set for 12-point ITC Avant 
Garde: 



abcdef ghi j k I mnopqrstuvwxyz 
ABCDEFGHI j KLMNOPQRSTUVWXYZ 
1 1234567890- =[ ] ; 1 , . /\ 
~! @#$% A &* ()_+{}:"<>?| 



H e I v e t i c a 

Helvetica is more compact and somewhat less stylized than I TC Avant Garde. It 
is probably the most widely used sans serif design in the world. Here is the 
character set for 12-point Helvetica. 

abcdefghi j kl mnopqrstuvwxyz 

ABCDEFGHI j KLMNOPQRSTUVWXYZ 

1 1 2 3 4 5 6 7 8 9 - =[]; 1 ,. / \ 

~! @#$% A &* ()_+{}:"<>?| 



Helvetica Narrow 

Helvetica is a compact design. Helvetica Narrow is even more so. Because it 
is highly legible and has an especially clear number set, it is an ideal 
choice for spreadsheets. Here is the character set for 12-point Helvetica 
Narrow. 

abcdefghi j kl mnopqrstuvwxyz 
ABCDEFGHI j KLMNOPQRSTUVWXYZ 
1 1234567890- =[ ] ; 1 , . /\ 
~! @#$% A &* ()_+{}:"<>?| 



Specialty fonts 

The Laser Wr iter font file also includes three specialty fonts: Symbol, ITC 
Zapf Dingbats, and IBM PC Graphics Extended Character Set (ECS). 



S y mb o I 

The Symbol font is most useful if your 
Here is the character set for 12-point 



work involves science or mathematics. 
S y mb o I . 



abcdefghi j k I mnopqrstuvwxyz 
ABCDEFGHI j KLMNOPQRSTUVWXYZ 
1 2 3 4 5 6 7 8 9 - =[]; 1 ,./ \ 
~! @#$% A &* ()_+{}:"<>?| 
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ABCDEFGHI j KLMNOPQRSTUVWXYZ 
1 1 2 3 4 5 6 7 8 9 - =[ ] ; 1 , . /\ 
~! @#$% A &* ()_+{}:"<>?| 
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stalling Fonts" in Chapter 2 . 



CHAPTER 5- MAI NTENANCE 

The Personal LaserWriter NT is designed for trouble-free service. Maintenance 
involves replacing the toner cartridge when it runs out, using the Cleaning 
Page, and refilling the paper cassette. 

For other service, contact your authorized Apple dealer. 
Safety first 

Follow these safety tips to avoid damage to the Laser Wr iter printer and harm 
to you and other users. 

- Don't open the drum protection shutter on the toner cartridge. (The drum is 
sensitive to light.) 

- Don't leave the access door open. (Exposing the toner cartridge to light 
may damage the cartridge.) 

- Don't use oil inside the LaserWriter printer. 

- Don't attempt to disassemble the printer. 

- Don't place anything on top of the printer (where it would block delivery 
of printed pages). 

- Don't use a mmo n i a - b a s e d cleaners on or around the printer (they may react 
with the toner). 

Replacing the toner cartridge and using the Cleaning Page 

Each toner cartridge should yield about 3500 pages. If you print a lot of 
graphic images, you may need to change cartridges more often. If pages start 
to look too light, or you see thin white lines in dark images, it's time to 
change the cartridge. Be sure to use cartridges designed for the Personal 
Laser Wr iter printer. 

1. Remove and discard the used cartridge. 

To avoid spilling leftover toner, keep the cartridge horizontal. 

2 . Unpack the new toner cartridge and gently rock it to distribute the toner 
i n s i d e . 

3. Grab the tape tab and remove the tape. 



4 



Insert the cartridge into the Laser Wr iter printer 



Line up the arrow on the cartridge with the arrow inside the Laser Wr iter 



5. Close the access door. 



If the door will not shut, the gears may not have meshed properly to receive 
the toner cartridge. See "Access Door Wo n't Shut" in Chapter 6, 
"Troubl eshooti ng. " 
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CHAPTER 6- TROUBLESHOOTI NG 












This chapter provides 
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you're not likely to have any problems with your LaserWriter printer. The 
most common source of trouble is faulty software installation. To avoid these 
problems, follow the instructions in "Installing Laser Wr iter and Laser Prep" 
and "Installing Fonts" in Chapter 2 . 

!! IMPORTANT: If you have a problem with your LaserWriter printer and 
nothing you do solves it, contact your authorized Apple dealer. !! 

Safety first 

Follow these safety tips to avoid damage to the Laser Wr iter printer and harm 
to you and other users. 



The fixing assembly in the LaserWriter operates at very high temperatures. Be 
careful while performing routine maintenance and troubleshooting chores. 



Chooser problems 



You use the Chooser desk accessory to identify the printer you intend to use. 
You also use the Chooser to select a printer on a different network or in a 
different zone. 



The Chooser doesn't show 
icon is missing from the 
probably need to install 
F o I d e r . 



the Laser Wr iter printer 
box that identifies dif 
the appropriate printer 
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You'll find the LaserWriter and Laser Prep icons on the Personal LaserWriter 
NT Installation Disk. You need to copy both of these icons to the System 
Folder on your startup disk. See "Installing Laser Wr iter and Laser Prep" in 
Chapter 2 for details. 



The Chooser doesn't show the name of a LaserWriter printer. If you have 
selected the Personal LaserWriter printer icon in the Chooser, but the 
Macintosh doesn't recognize the printer, one of the following may be the 
cause. 



- The 


pr 


i n t e 


r has been t 


u r n e d 


of 


f , Ma ke 


s 


u r e 


it is p 1 u g g 


e d i 


n 


a n d 


t u r 


n e d 


o n , 


and wa 


i t 


for 


the startup 


page 


t 


p r i n t . 




















- The 


pu 


s h wh 


eel switch i 


s not 


s e 


t c o r r e 


ct 


i y. 


See Ap p e n d i 


x A , 




P o r 


ts, 


Stat 


u s 


Li ght s 


p 


a n d 


Swi t c hes , " f 


o r mo 


r e 


i n f o r ma 


t i 


o n . 
















- Ther 


e 1 


s a 


p r o b 1 e m i n t 


he L o 


c a 1 


Talk c a 


bl 


e s y 


stem s o me wh 


e r e 


be 


t we 


e n y 


o u r 




c o mp u t 


e r 


a n d 


the L a s e r Wr 


iter 


y o u 


want t 





use. 
















Check 


t 


ma k 


e sure that 


all t 


he 


c a b 1 e s 


a r 


e p r 


o p e r 1 y conn 


e c t e 


d. 


Se 


e Ch 


a p t e 


r 1 


" S e t t i 


ng 


Up 


the Personal 


L a s e 


r Wr 


iter NT 




o r 


if a p p r o p r i 


ate, 


s 


e e 


Appe 


n d i x 


D , 


" C o n n e 


c t 


i ng 


to an Apple 


II," 


o r 


Ap p e n d i 


X 


F, " 


C o n n e c t i n g 


t o a 


nd 


Pr 


i n t i 


ng W 


1 t h 



an MS-DOS Computer. " 



If your printer is part of a network, check the Local T a I k cable system. See 
the Local T a I k Cable System Owner's Guide or contact your network 
ad mi ni strator. 

- Someone on the network may have changed the name of the printer. Check with 
other users. 



If you 


c t i 1 

SMI 


1 can 


1 t res 


olve the pro 


b 1 em, the 


p r i 


nter's electroni 


c s 


o r 


f h a 

cne 


Local 1 


. 1 L r 

a I k c 


o n n e c 


tor bo 


x e s ma y not 


be f u n c t i 


o n i n 


g properly. Con 


t a 


c t 


your 


author 


i z e d 


Apple 


d e a 1 e 


r . 














The La 


s e r Wr 


iter 


won't 


print a star 


tup page 












U n 1 ess 


y o u 


chang 


e the 


PostScript p 


a r a me t e r s 


, t h 


e Laser Wr iter pr 


1 n 


t s 


a startup 


page e 


very 


t i me 


you t u 


r n it on. If 


it d o e s n 


' t , 


the paper casset 


t e 


ma 


y b e 


empty, 


o r t 


here 


might 


be a paper j 


am. Check 


t he 


status lights. 


1 f 

1 T 


t n 


e printer 


is out 


o f p 


a p e r , 


see 


k e t i i i i n g t n 


e Paper Ca s s e 


tte" in Chapter 


r 

O . 


1 f 


t he 


Paper 


J a m 1 


i g h t 


i r 1 ! f 

IS lit 


see "Paper 


Is J a mme 


d" 1 


ater in this cha 


p t 


e r . 




The st 


a r t u p 


page 


i s bl 


a n k 














Check 


the t 


oner 


c a r t r i 


d g e . You ma y 


be c o mp 1 


et el 


y out of toner, 


o r 


t h 


e powder 


ma y si 


mp 1 y 


need 


r e d i s t 


r i K 1 1 ¥ i f\ n It 

r i d u r. i o n . it 


you have 


i us 


r. cnangeu cne ca 


1 I 


ridge, check 


to ma k 


e s u r 


e t ha 


t you 


have removed 


the seal 


i n g 


tape. (See "RepI 


a c 


i ng 


t he 


Toner 


Ca r t r 


i d g e 


and Us 


i n g the C 1 e a 


n i n g Page 


" i n 


Chapter 5. ) 








The La 


s e r Wr 


iter 


won't 


print a part 


i c u 1 a r do 


c u me 


nt 








If you 


at t e 


mp t t 


o p r i n 


t a d o c u me n t 


but no p 


age 


appears, try the 


f 


ol 1 


owing 


steps. 






















1. Ch 


eck f 


o r me 


s s a g e s 


on your Mac 


i n t o s h s c 


r e e n 











If so me one else is currently using the printer, or if the paper cassette is 
empty, you will see a message. 

If anyone on the network is using the wrong printer software, you'll see a 
message instructing you to reinitialize the printer. Everyone on the network 
must use the same printer software. 

2 . Repeat the printing process. 

Select the LaserWriter in the Chooser, and respond to any dialog boxes; 
choose Print from the File menu and confirm the settings in the Print dialog 
box. 

3. Check the status lights. 

If the printer is out of paper, see "Refilling the Paper Cassette" in Chapter 
5. 

If the Paper Jam light is lit, see "Paper Is Ja mme d" later in this chapter. 

See also "The Status Lights Indicate a Problem" later in this chapter and 
Appendix A, "Ports, Status Lights, and Switches." 

Paper is j a mme d 

Occasionally a piece of paper may get stuck inside of the printer during the 
printing process. Here's how to clear a paper jam: 

1. Open the printer to see where the jam is. 

2. Clear the jam. 



The next four i 


1 1 u s t r a t i o n 


s 


wi 1 


1 help you find and remove the paper. 




Paper feeds i mp 


r o p e r 1 y 










If paper tears, 


gets s k e we 


d, 


o r 


comes through the printer crumpled, 


it ma y 


not be feeding 


p r o p e r 1 y . 










1 . Try to r e c o 


v e r any tor 


n 


o r 


otherwise damaged pieces of paper fro 


m inside 


the printer. 












See the previou 


s section, 


" P 


a p e 


r 1 s J a mme d . " 




2 . Open the pa 


per c a s s e 1 1 


e , 


t a 


ke out the paper, and flip the stack 


over. 


Most paper has 


one side t h 


a t 


pr 


ints better. Try flipping the paper t 


o see 


whether that wi 


II i mp r o v e 


P a 


p e r 


f e e d i n g . 




3. Make sure t 


he stack of 


P 


ape 


r lines up evenly. 




ine Laser writer 


l f n i i n r"H II n 

is n u n g up 










S o me t i me s a p r i 


n t e r b e c o me 


s 


" s t 


ailed." It's plugged in, you have all 


t he 


correct s o f t wa r 


e , the p a p e 


r 


c a s 


sette is full, there's no paper jam, 


and still 


nothing prints. 


A problem 


o n 


t h 


e AppleTalk network might be the caus 


e . A 


s i mp 1 e r e me d y i 


s to turn t 


n e 


P r 


inter off, wait 10 seconds, and turn 


it back 


on. If it print 


s a startup 


P 


age 


(as it should), the problem has been 


r e s o 1 v e d 


successful 1 y . 












The status lights indicate 


a 


P r 


o b 1 e m 




S o me t i me s the s 


t a t u s light 


s 


can 


signal a problem with the printer. The 


following list 


describes t 


he 


s e 


indications and tells you what you sh 


o u 1 d do 


about them: 












- All lights a r 


e off. C h e c 


K 


I 


make sure the power cable is plugged 


i n 


properly. Also 


ma k e sure t 


he 


P r 


inter is turned on. If the lights sta 


y off, it 


me a n s that the 


control 1 e r 


bo 


a r d 


is not receiving power from the prin 


t e r ' s 


engine. Contact 


your a u t h o 


r i 


zed 


Apple dealer and describe the situat 


ion. 


- All lights a r 


e on. This 


P r 


o b a 


bly means that the controller board i 


s not 


working at all. 


Contact y o 


u r 


a u 


thorized Apple dealer and describe th 


e 


si t u a t i on. 












- The Paper Out 


and Paper 


1 i 

J a 


m l 


ights flash simultaneously. This can 


occur 


when you turn o 


n the print 


e r 


o r 


when you try to print a document. Wh 


en the 


yellow lights f 


lash t o g e t h 


e r 


, t 


he printer's engine needs service. Co 


n t a c t 


your authorized 


Apple deal 


e r 


a n 


d describe the situation. 




- The Paper Out 


and Paper 


J a 


m 1 
III 1 


ights flash alternately. This occurs 


when you 


turn on the pri 


n t e r , and i 


t 


me a 


ns that the controller board needs se 


r v i c e . 


Contact your au 


thorized Appl 


e d 


ealer and describe the situation. 




1 ma g e p r o b 1 e ms 












Most of these r 


e s u 1 t from 


pr 


obi 


ems with the toner cartridge or with 


your 



choice of paper. 

Here is a list of papers to avoid: 



Extremely slick or shiny paper 



- Paper that is highly textured 

- Coated paper 

- Damaged or wrinkled paper 

- Stapled paper 

- Multipart forms 

- Letterhead paper that was printed using low temperature dyes or 
thermography. (Such materials can peel away from the paper or melt inside the 
Laser Wr iter and cause damage.) 

Image is too light or too dark. If printing is too light or too dark, try 
the following: 

- Rock the toner cartridge to distribute toner. If this doesn't help, you may 
need to replace the cartridge. See "Replacing the Toner Cartridge and Using 
the Cleaning Page" in Chapter 5 for instructions. 

- Adjust the print density setting to make the image you print lighter or 
darker. 



- If the 


pr 


o b 1 e 


m 


c 


c u r r e d 




on no 


n s t a 


n d a r 


d p a p e 


r , 


t 


r y 


P 


r 


i n 


t i 


ng 


on the 




r e c o mme n d 


ed 


2 0- 


1 b 




p h o t o c 





py or 


t yp 


e wr i 


t e r bo 


nd 


P 


a p 


e r 




1 


f 


p r i 


n t q u a 1 i t 


y 


i mp r o v e s , 


t 


hat 


me 


a n 


s the 


t 


oner 


does 


n o t 


a d h e r 


e we 


1 1 


t 





t 


he 


n o 


n s t a n d a r d 


paper 


you were 


u s 


i n g . 






































Toner s me 


a r 


s wh 


e n 


r 


u b b e d . 




1 f t 


h e p 


r obi 


em o c c 


u r s 




o n 


n 





n s 


t a 


n d a 


r d paper, 


t r y 


p r i n t i n g 


o n 


t he 


r 


e c 


o mme n d 


e 


d 20- 


1 b. 


type 


wr i t e r 


o r 




Ph 


ot 





c 


py 


bo 


n d paper. 


Ot her 


paper ma y 


n 


ot h 


ol 


d 


the to 


n 


e r as 


we 1 


1 , a 


n d s me 


a r i 


n 


g 


c a 


n 


r 


e s 


ul t 






A page p r 


i n 


t s s 


ol 


i d 


black 




1 f 


y o u 


t r y 


p r i n t i 


ng 


a 


d 


o c 


u 


me 


nt 


bu 


t get a s 


olid 


black p a g 


e 


o u t 


of 


t 


he p r i 


n 


t er , 


y o u 


need 


to re 


p 1 a 


c 


e 


t h 


e 


t 


o n 


e r 


c a r t r i dge 


. S e e 


" R e p 1 a c i n 


g 


t he 


To 


n e 


r Cart 


r 


i dge 


a n d 


Us i n 


g the 


CI e 


a 


n i 


n g 




Pa 


ge 


11 i 


n Chapter 


5 for 


i n s t r u c t i 


o n 


s . 






































A page p r 


i n 


t s 


f f 


c 


enter 





r i ma 


ges 


a r e 


out of 


Pi 


a 


c e 






Th 


i s 


pr 


o b 1 e m ma y 


r e s u 1 



from one of the following: 



- You 


a r 


e 


not using t 


he 


r e c 


o mme 


n d e d 


paper 


( 2 


-lb. t 


ype 


wr i 


t er 


o r 


ph 


otoc 


opy 


bond) 




































- The 


pa 


pe 


r cassette 


i s 


t 


f ul 


1 . 






















- Pap 


e r 


i s 


not a r r a n g 


ed 


c o r 


r e c t 


1 y I 


n the 


c a s s 


et t e. 


( Se 


e 11 


P a p e 


r 


F e e 


ds 




1 mp r o 


p e r 


i y 


" earlier i 


n t 


hi s 


c h a 


p t e r 


. ) 




















- The 


ma 


r g 


ins are set 


wr 


ong 


i n 


t he 


d o c u me 


n t y 


o u are 


pr 


i nt 


i ng. 










Not hi 


ng 


pr 


i n t s on the 


pa 


p e r 


1 


f y o 


u get 


a bl 


a n k pa 


ge, 


ma 


k e s 


u r 


e t 


hat 


t he 


s e a 1 i 


ng 


t a 


p e has been 


r e 


mo v 


ed f 


r o m 


the to 


n e r 


c a r t r i 


dge 


. ( 


For 


de 


t a i 


1 s , 


s e e 


" R e p 1 


a c i 


n g 


the Toner 


Car 


t r i 


dge 


a n d 


Using 


t he 


CI e a n i 


ng 


Pag 


e" i 


n 


Cha 


p t e r 


5. 



If the toner cartridge has been used for a long time, It may be nearly empty 
Replace the cartridge. 



Unwanted lines or stripes 
try the following: 

- Remove the toner cartri 



t 


hold the cartr 


i d g e ho 


1 

1 


f redistributi 


n g the 


See 


"Replacing th 


e Toner 


The 


printer only 


p r i n t s 


sel 


ected the appr 


o p r i ate 


f A 
t 


print on mo re 


A f (■ A A 

or t n e 


p o r 


t i o n of the Pa 


g e S e t u 


Ton 


er may need to 


be red 


r o c 


k it from side 


to s i d 


b a c 


k in place. 




St a 


ins appear on 


the b a c 


of 


printed pages, 


use t h 


i nt 


e r i o r of the L 


a s e r Wr i 


P a g 


e. You'll find 


the CI 


1 ns 


tallation Disk 


, or y o 


1. 


Select the do 


c u me n t 


me n 


u . 




T 

L . 


In the dialog 


box t h 


3. 


Place the p r i 


n t e d pa 


Van 
1 U 


're going to p 


r i n t on 


4. 


Wi t h the CI ea 


n i n g Pa 


5. 


In the Print 


d i a 1 o g 


I n a 


t ' s all there 


is to i 


Doc 


u me n t s are not 


being 


1 s 


A n A n niit" n r I n ¥ 

open o u t print 


on n "h n o 

e u page 


t he 


tray. Simply 


close a 


11 CI 


osing the Face 


-Up Tr a 


1 ma 


g e prints wavy 


or d i s 


Las 


erWriter requi 


res s e r 


Ac c 


ess door won't 


shut 


1 f 


you are unable 


to s h u 


s e a 


ted properly. 


(There 


d o n 


' t me s h . ) To f 


i x the 


1. 


Open the a c c e 


s s door 



a p p e 


■5 r If 

a r . it 


whit 


e 





r d a 


r 1/ 

r k 


d g e a 


n d rock 


i t t 





r 


e d i s 


t r 


i z o n t 


ally. 












oner 


d o e s n ' t 


wo r k 


. 


i 


n s t a 


1 1 


l a r t r 


i d g e and 


1 1 c i 

U S 1 


n g 




t n e 


r i 


n par 


(- a f t- h A 

t or t n e 


p a p 


e r 




w a 


l A 


paper 


size in 


t- U A 

t n e 


n 

r 


a 


g e S 


A 4- 

e t 


age, 


you can 


s e 1 e 


A f 

c t 




L a r g 


e r 


dial 


o g box. 












s t r i b 


u t e d . Re 


mo v e 


t 


h 


e t o 


n e 


t o r 


e d i s t r i b 


u t e 


t h 


e 


t o n 


e r 


s of 


p r i n t e d 


page 


s . 




1 f 


st 


CI ea 


n i n g Pag 


e t o 


c 


1 


e a n 


e x 


er . T 


o do t h i 


s y o 


u 


P 


r i n t 


a 


a n i n g 


Page on 


t he 


p 


e 


r s o n 


al 


ma y 


a 1 ready 


have 


c 





pied 


i 


a me d 


CI e a n i n g 


P a g 


e 


a 


n d c 


ho 


t app 


ears, c 1 


i c k 


OK 








e f a c 


e u p i n 


t he 


mu 


1 


t i p u 


r p 


t- k a r 

t n e s 


e c o n d si 


d e o 


T 


t 


n i s 


P a 


e sel 


ected, c 


h o o s 


e 


P 


r i nt 


f 


ox, c 


lick Man 


u a 1 


C A 

I- e 


e 


d , t 


k a 

n e 


! Di s 


card the 


p r i 


nt 


e 


d p a 


g e 


e 1 i v e 


red to t 


he f 


a c 


e 


- up 


t r 


a r e 


not b e i n 


g d e 


1 : 
1 1 


V 


e r e d 


t 


d r e o 


pen the 


tray 




r 

r 


o r d 


e t 


" and 


" C h o o s i 


n g F 


a c 


e 


1 1 n 

- up 


u e 


o r t e d 


Wa v y 


o r d 


i s 


t 


o r t e 


d 


ice. 


Contact 


your 


a 


u 


t hor 


i z 


t he 


access d 


o o r , 


t 


h 


e t o 


n e 


re so 


me gears 


i n v 


ol 


V 


ed, 


a n 


r o b 1 e 


m, folio 


w t h 


e s 


e 


s t e 


PS 



lines appear on the page, 



ibute the toner. Be sure 



a new toner cartridge, 
eaning Page" in Chapter 5. 

sure that you have 
up dialog box. If you want 
Print Area in the Options 



r cartridge and gently 
. Then put the cartridge 



a i n s app 


ear on t 


he 


backs 


cess ton 


e r from 


t he 




d o c u me n 


t n a me d 


CI e 


a n i n g 


L a s e r Wr 


iter NT 






t to you 


r hard d 


i s k 




o s e P r i n 


t f r o m t 


he 


File 


o s e tray 








ge. 








r o m the 


File me n 


u . 




n click 


OK. 






ay. If 


the face 


- up 


tray 


o it, y o 


u need t 


o r 


e s e t 


ailed in 


s t r u c t i o 


n s , 


s e e 


1 i very" 


in C h a p t 


e r 


3. 


i ma g e s u 


s u a 1 1 y me a n 


your 


e d Apple 


deal e r . 






r cartri 


d g e ma y 


n o t 


be 


d on r a r 


e o c c a s i 


o n s 


they 



2 . 


Pull 


the ton 


e r c a r t r i 


dge 


out of the printer. 


3. 


Push 


the col 


o r e d butt 


o n 


nslde the printer and hold It down as you Insert 


t he 


toner 


c a r t r 1 


dge. 






4. 


Close 


the a c 


cess door 







APPENDIX A- PORTS, STATUS LIGHTS, AND SWITCHES 
Ports 



The Personal 


Las 


e r Wr i t e r NT 


has two 


ports: 


- The 2 5 - p i n 


s e r 


i a 1 port is 


for no 


n - 


Local T a 1 k serial connections. 


- The Local T a 1 k 


port is for 


c o n n e c 


t i 


ng to any computer using a Local T a 1 k 


cable system. 










Status light 


s 










There are t h 


r e e 


status lights on t 


he 


front panel of the Personal LaserWriter: 


- The Ready/ 


1 n U 


se light f 1 


ashes d 


u r 


ing warmup and while printing. Otherwise 


It glows g r e 


e n s 


t e a d i 1 y ( u n 


less t h 


e r 


e is a paper problem). 


- The Paper 


Out 


light flash 


e s when 


t 


he Laser Wr iter is ready to accept 


ma n u a 1 1 y fed 


pap 


e r . Wh e n t h 


e paper 


c 


assette is empty or is not in place, the 


light glows 


s t e a 


di 1 y. 








- The Paper 


J a m 


light glows 


s t e a d i 


i y 


when there is a paper jam and continues 


to glow u n t i 


1 t h 


e j a m i s c 1 


eared. 






L a s e r Wr i t e r 


s wi t 


c h c o n f i g u r 


a t i o n s 






The Personal 


Las 


e r Wr i t e r NT 


has an 


e 


i g h t - p o s i t i o n pushwheel switch that 


allows you t 


O C 


n f i g u r e the 


p r i n t e 


r 


to work in different environments. For 


details, see 


App 


endix F, " Connect i 


n g 


to and Printing Wi t h an MS-DOS 


Co mp u t e r . " 












Never change 


t he 


switch set 


ting wh 


i 1 


e the printer is connected to an 


A p p 1 e T a 1 k n e 


t wo r 


k. 








! ! WARNI NG: 


Before you ch 


a n g e t h 


e 


pushwheel switch setting, be sure to turn 


off the p r i n 


t er 


and d i s c o n n 


e c t the 


L 


ocalTalk connector box. If you change a 


setting wh i 1 


e the printer i 


s c o n n e 


ct 


ed to an AppleTalk network, you can do 


p e r ma n e n t da 


ma g e 


to co mmu n i 


c a t i on 


o n 


the network. !! 



APPENDIX B 



SPECI Fl CATI ONS AND PARTS LI ST 

Marking engine. Canon P-110 I a s e r - x e r o g r a p h i c . 

Controller. The LaserWriter controller hardware contains a 12 MHz 68000 CPU, 
2 MB of ROM, 2 MB of RAM, Local T a I k interface, and R 5 - 2 3 2 serial interface. 

Print quality. 300 dots per inch for text and graphics. 



Built-in 


print 


e r 


fonts 




1 TC 


Av a n t Ga r d 


e , 1 TC 


B o o k ma 


n , Co 


u r i e r , H e 1 


v e t 


i c a , 


H e 1 v e t i c 


a N a r r 


o w 


, New 


C e n 


t u r 


y S c h o o 1 b o o 


k, Pal a 


t i n o , 


S y mb o 


1 , T i me s , 


1 TC 


Za pf 


Chancery 


i t r 

, 1 T C 


Z a 


p f Din 


g b a 


t s , 


~ « A i d til n r 

and IBM PC 


G r a p h i 


c s Ext 


~ ~ A ~ A 

ended 


Character 


S e 


t 


(ECS). 


























The L a s e 


r Wr i t e 


r 


s u p p o r 

r r 


t s 


p r i 

r 


n t i n g in pi 


a i n , bo 


Id, it 


a 1 i c , 


and bold 


i t a 


lie, 


with add 


i t i o n a 


1 


s t y 1 e s 


de 


p e n 


ding on the 


a p p 1 i c 


a t i on. 


Font 


sizes are 


1 i 


mi t e d 


only by 


the re 


5 


1 u t i o n 


of 


t h 


e printer a 


n d the 


size o 


f the 


paper. 






Ad d i t i on 


a 1 f o n 


t s 


The 


Pe 


r s o 


n a 1 L a s e r Wr 


iter NT 


can s 


u p p o r 


t addition 


al 




Pos t Sc r i 


p t f o n 


t s 


, whet 


h e r 


f r 


o m A p p 1 e or 


f r o m o 


t h e r s 


u p p 1 i 


e r s . 






Speed. 


Four p 


ag 


e s per 


mi 


n u t 


e ma x i mu m. 


Actual 


speed 


d e p e n 


d s on the 


i ma 


ges 



p r i n t e d . 

Interfaces. Loc a I Ta I k , R 5 - 2 3 2, and R S - 4 2 2. 

Recommended duty cycle. Minimum life expectancy is 150,000 pages, with no 
monthly page limit. 

Paper feed. Automatic with paper cassette (up to 250 sheets). Manual or 
automatic (up to 50 sheets or 5 envelopes) with multipurpose tray. 

Printing materials. Apple recommends 2 - I b . photocopy or typewriter bond (75 
g/m2). You can use 16- I b . (60 g/m2) to 2 8 - I b . (105 g/m2) paper. Accepts most 
letterhead and colored stock. Accepts me d i u m- we i g h t photocopier 
transparencies. Print labels from the multipurpose tray using manual feed. 

Use envelopes recommended for laser printers. Print envelopes from the 
multipurpose tray with auto ma tic or manual feed or automatically from the 
optional envelope cassette. 

Paper sizes and capacity. Supports U.S. letter, U.S. legal, A4, B5 (Japanese 
Industry Standard), and envelope cassettes. Each paper cassette holds 250 
sheets of 2 - I b . (75 g/m2) paper. 

Envelope cassette holds up to 15 envelopes. Use only envelopes whose size 
falls within these ranges: 

- Minimum: 86 x 178 mm (3.5 x 7 in.). 

- Maximum: 1 8 8 x 2 6 7 mm (7.4 x 10.5 in.). 



Imageaaaable area. Maximum printable line: 205.9 mm (8.1 i n . ) . Mi n i mum top 
and bottom ma rgins: 6.0 mm (0.235 in. ). Mini mum left margin: 5.0 mm (0.197 
in. ). Mini mum right margin: 5.0 mm (0.197 in.). 



The p r 


inter sen 


ses cassette s 


i z 


e and 


a d j u s t 


s 


t 


ma i n t a i n 


t hes 


e 


ma r g i n s . In 


the ma 


n u a 1 feed 


or envelope c 


a s 


s e 1 1 e 


mo d e , 


t h 


e 


operator 


mu s t 


pr 


event printing 


beyond 


the ma r g 


in to avoid de 


po 


siting 


toner 





n 


the trans 


f e r r 


ol 


1 e r or 


s c r a p i 


n g toner 


f r o m t h e drum. 




















Actual 


i ma g e a b 1 


e area may var 


y 


depend 


i n g on 


t 


he 


a p p 1 i cat 


ion. 






D i me n s 


t i o n s 






















Hei ght 






24 


.8cm 


(9.8 i 


n . 


) 











dt h 



38 cm ( 15 in. 



Depth with 

letter-size cassette 
We i g h t 

Operating environ me nt 

T e mp e r a t u r e 

H u mi d i t y 

Toner cartridge 
transit environ me nt 

Input 

U . S . / J a p a n 
Europe/Austral i a 
Power consumption 
Op e r a t i n g 

Parts list 

This list includes options 



46.4 cm (18.3 in.) 
15 kg (32 lb.) 

10 to 32 C (50 to 90 F) 

20 to 80 percent noncondensing 

-20 to +40 C ( - 4 to +104 F) 

100/115 V ( +/ - 10%) , 5 / 6 Hz ( +/ - 2 Hz ) 
2 2 - 2 4 V ( +/ - 10%) , 5 Hz (+1-2 Hz) 



6 W ma x i mu m at 115 V 
5 5 W ma x i mu m at 2 2 V 



L a s e r Wr 
L a s e r Wr 
L a s e r Wr 
L a s e r Wr 
L a s e r Wr 
L a s e r Wr 
L a s e r Wr 



- Personal 

- Personal 

- Personal 

- Personal 

- Personal 

- Personal 

- Personal 

- Local T a I 

- Local T a I 

- Local T a I 
APPENDIX C 

HOW THE LASER WR I TER WORKS 

The Personal LaserWriter NT is a laser printer. It uses laser light, electric 
charges, and plastic toner to produce each finished page of text and 



t er NT 

ter EP-L toner cartridge 
ter U.S. letter cassette 
ter U.S. legal cassette 
ter A4 cassette 
ter B5 cassette 
ter envelope cassette 
k Locking Connector Kit 
k Locking Cable Kit 
k Custom Wi ring Kit 



g r a p h i c s . 



When you give t 


h e 


Print co mma n d on y o 


u r Ma c i 


n t o s h , t 


he computer send 
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The paper then passes through the fixing rollers, which generate a 
temperature of about 350 degrees Fahrenheit (177 degrees Celsius) to fuse the 
dots onto the paper. 
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APPENDIX D 



CONNECTI NG TO AN APPLE II 

Connecting an Apple II computer to a Personal LaserWriter NT involves these 
steps: 

1. Connecting the cables 

2. Setting the Control Panel (Apple llgs computer users only) 

3. Installing the Laser Wr iter update (Apple llgs users only) 

4. Naming the Laser Wr iter 

5. Installing fonts (Apple llgs users only) 

6. Choosing the printer 

This appendix provides a quick summary of the necessary steps. For more 
detailed instructions, see the documentation that came with your computer and 
system software. 

Connecting the cables 



Here are the general steps for connecting the printer to your Apple II 

computer. For more detailed instructions, see the manuals that came with your 

computer, system software, and (for Apple Me users) Apple II Workstation 
Card. 
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- On an Apple Me, printer names appear in the Chooser. II application. 

- On a Macintosh, the names appear in the Chooser desk accessory. 
Opening the Namer 

The first step in naming your printer is to open the Namer application. How 
you do that depends on what kind of computer you have. 

Apple Me users 

If you are using an Apple Me, follow these steps: 

1. Start up the Apple Me with the Apple II Workstation Card disk. 

2. Select Printer Namer from the menu. 
This starts the Namer.ll application. 

3. Go to the section called "Using the Namer." 
Apple Mgs users 

If you are using an Apple Mgs, follow these steps: 

1. Start the Apple Mgs with a startup disk. 

If you haven't installed the Namer on your startup disk, use the System. Tools 
disk. 

If you are using a version of Apple Mgs system software older than version 
4.0, you need to use the Apple Mgs Workstation Disk. 

2. Open the Namer folder on the startup disk. 

If you are using a version of system software older than version 5.0, open 
the AppleTalk folder. 

3. Open the Namer.ll application. 

If you are using a version of system software older than version 4.0, open 
the Namer application. 

4. Go to the next section, "Using the Namer." 

Using the Namer. Once the Namer is open, follow these steps to rename the 
p r i n t e r : 

1. Select the Laser Wr iter as the device type. 

You'll see a list of printers of this type on the right side of the dialog 
box. 

2. Select the name Laser Wr iter from the list on the right. 
The printer name automatically moves to the New Name box. 

3. Type the new name, and select Accept. 



You can use this procedure to name (or rename) all LaserWriter printers on 
the network. If you change the name of any printer, be sure to tell everyone 
else who uses the network. 

4. Quit the Namer.ll application. 

Installing fonts 



If you are connecting the Laser Wr iter to an Apple Me, this section does not 
apply to you. Continue reading with the next section, "Choosing the Printer." 
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Choosing the printer 

The next step is to tell your computer which printer to use. Follow the steps 
for the kind of computer you are using. 
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5. Select the printer you want to use. 

All Laser Wr iter printers on the network will be listed on the right side of 
the dialog box. Click the name of the printer you want. 

6. Select the I mage Writer Emulator. 
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application should provide full details. The fonts you can print with will 
also depend on the application. 



If your application asks for the printer's slot number, respond according to 
the kind of computer you have: 

- If you are using an Apple llgs with ROM version 1, specify slot 7. 

- If you are using an Apple llgs with ROM version 03, specify slot 1 or 2 
(whichever is set to AppleTalk). 

- If you are using an Apple Me with a workstation card, specify whatever 
slot the workstation card is in. 



APPENDI X B- POSTSCRI PT DOCUMENTS 

If you're using an MS-DOS application program that produces PostScript files, 
be sure to install the program's PostScript printer driver. The printer 
driver translates your print files into PostScript, the page-description 
language that the Personal Laser Wr iter understands. 

The installation process varies with the application program. See the manual 
that came with your application program for instructions. 

If you run into trouble producing PostScript documents, make sure you have a 
version of the program that supports PostScript and that you have the correct 
version of the printer driver. 

Diablo emulation 

In Diablo 630 emulation mode, the Personal LaserWriter prints text entirely 
in 12-point Courier or uses the IBM PC Graphics Extended Character Set (ECS). 

This is an example of 12-point Courier. All characters and spaces take up the 
same amount of space on the line. 

The Personal LaserWriter also prints bold characters, when identified by the 
proper Diablo 630 command sequence ( Esc- ) , in boldface Courier. Although 
there is no way for a laser printer to darken a character by double-striking, 
some MS-DOS applications reinterpret the d o u b I e - s t r i k i n g command, causing the 
Personal LaserWriter to darken characters by widening each stroke. 

For Diablo 630 emulation on your Personal LaserWriter, set the pushwheel 
switch at 3. If you use the DSR/DTR handshake, be sure to reset the handshake 
using the PostScript program specifically designed for changing the 
parameters for use with Personal LaserWriter Diablo 6 3 emulation. (See 
"Checking and Changing the Printer's Parameters" later in this appendix.) 

Install the Diablo 630 printer driver on your MS-DOS computer, following the 
instructions in the manual that came with your application program. You can 
then print documents as if the Personal LaserWriter were a Diablo 630 
p r i n t e r . 
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prints the last page in your document 



If your MS-DOS application program does not allow you to insert the Control-D 
character at the end of your file, the Personal LaserWriter does not 
immediately print the last page of a document unless the page is full or ends 
with a formfeed (end-of-page) character. Instead, the page is printed as 
part of the next document (at the top of the first page). When you're 
printing documents in close succession, make sure that each one has a final 
formfeed, so they won't run together, If no other document is ready to 
print, the LaserWriter waits for 30 seconds after last receiving data before 
it prints the last page. 
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copy con set.ecs serverdict begin exitserver statusdict begin 
Di a b I o Def a u I t s / e c s true put save Di a b I o Def a u I t s A Z 

Note: To type A Z, press and hold the Control key while you press the Z key, 
and then release both keys together. 

When you press Enter, you save the program in a file named SET.ECS. 

To send the PostScript program to the printer, type this line at the DOS 
p r o mp t , and press Enter: 

copy SET. ECS COM1 

If the LaserWriter is connected to the serial port you identify as COM2 on 
your computer, substitute COM2 for COM1 in the command. 

This program turns on the ECS permanently (or until you send a similar 
program, replacing the word true with the word false in the fourth line). 

LaserJet Plus emulation 

In HP LaserJet Plus emulation mode, the Personal LaserWriter can print text 
and bitmapped graphics using the LaserJet's font selection and positioning 
c o mma n d s . 



For LaserJet Plus emulation on your LaserWriter, set the pushwheel switch at 
2 . 



Install the LaserJet Plus printer driver on your MS-DOS computer, following 



the instructions in the manual that came with your application program. You 
can then print documents as if the Personal LaserWriter NT were a LaserJet 
Plus printer. 
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If your MS-DOS application program does not allow you to insert the Control-D 
character at the end of your file, the LaserWriter does not immediately print 
the last page of a document unless the page is full or ends with a formfeed 
( e n d - o f - p a g e ) character. Instead, the page is printed as part of the next 
document (at the top of the first page). When you're printing documents in 
close succession, make sure that each one has a final formfeed, so they 
won't run together. If no other document is ready to print, the LaserWriter 
waits for 30 seconds after last receiving data before it prints the last 
page. 



The LaserJet Plus emulator of the LaserWriter allows you 
anything you could print on the LaserJet Plus, but there 
di fferences: 



to print just about 
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- The LaserJet Plus omits characters that overlap 
paper, but the emulator prints the portion of the 
extend into the margin. 



the left margin of the 
character that does not 



- The LaserJet Plus allows you to insert commands to halt printing so that 
you can insert paper or envelopes manually. The emulator interprets such 

c o mma nds as formfeeds. 

- Applications that produce justified text with the LaserJet Plus versions of 
Helvetica (Helv) and Times Roman (Tms Rmn) fonts may generate slightly ragged 
output on the emulator. 

- While the LaserJet Plus prints characters in the closest available point 
size and pitch for each typeface, the emulator scales the font to the 
specified size. 

- The emulator does not print the following nine characters from the LaserJet 
Plus Roman-8 symbol set: 



De c i ma I code 

176 

179 

2 2 7 

2 2 8 

240 

241 



Symbol description 
o v e r I i n e 
degree symbol 

uppercase D with stroke (Et 
lowercase D with stroke (et 
uppercase Thorn 
lowercase thorn 



247 



one-fourth symbol 



248 



one-half symbol 



The line printer font, which is 16.67 pitch Courier, appears with a height 
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- Find out how your printer is set. 

- Change parameters on the printer. 

It is possible to reassign the printer's co mmu nications parameters by sending 
a program from the computer to the printer. If someone has redefined any of 
the parameters in this way, the number on the pushwheel switch won't tell you 
much about the settings it represents. That is, the switch may no longer 
provide the default communications parameters described below. 

If you suspect the settings have been changed, you can print a diagnostic 
page that describes what parameters are in effect. 

1. Turn off the printer. 

2. Reset the pushwheel switch to 4. 

For information on manipulating the pushwheel switch, see Appendix A, "Ports, 
Status Lights, and Switches." 

3. Turn on the printer. 
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they 



should match the default settings listed below. 

Switch position Default parameter setting 

(or 7) AppleTalk, PostScript batch mode* 

1 Ser i a I 9 6 0, N, s t d, 1, XON, Pos t Sc r i pt ba t c h 
mo d e 

2 Ser i al 9 6 0, N, 8, 1, XON, HP e mu I a t i o n 

3 Serial 9 6 0, N, 8, 1, XON, Diablo emulation 

4 Serial 1200, N, std, 1, XON, PostScript batch 

mo d e * 



5 Serial 9600, N, 8, 1, DTR, PostScript batch mode 



6 Serial 9600, N, 8, 1, XON, PostScript b i n a r y mo d e 

* T h e s e parameter values are permanent. 

If the switch parameters on your printer have been redefined, and your 
application software doesn't allow you to set matching communications 
parameters, you can write a PostScript program to change the settings 
internally. The settings that need to match include: 

- data transfer rate 

- pari t y 

- data bits 

- stop bits 

- handshake 

Do not modify any switch parameters while your Personal LaserWriter is 
p r i n t i n g . 
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Here is the d r o a r a m v o u can type: 

t begin exitserver statusdict begin 25 BAUD 



Finally, press Enter. This saves the commands that change the parameters in a 
f i I e n a me d S E T . P S T . 

Note: To type A Z, press and hold the Control key while you press the Z key, 
and then release both keys together. 

Table F-3 The options number 



To send the PostScript program to the printer, type this line at the DOS 
prompt, and then press Enter: 

copy SET. PST COM1 



If the Personal Laser Wr Iter is connected to the serial port you Identify as 
COM2 on your computer, substitute COM2 for COM1 in the command. 

For another example, see the next section, "A Sample PostScript Program." 

A sample PostScript program 

Here is a sample program to illustrate how you might change the settings. 

copy con set.pst serverdict begin exitserver statusdict begin 25 2400 68 
s e t s c c b a t c h A Z 

After typing the program, press Enter. 

You would type this program to use the Personal LaserWriter with an 
application program that required the following parameters: 

Parameter Setting 

Da t a t r a n s f e r r a t e 2 4 b a u d 

parity check None 

numberofdatabits 8 

n u mb e r o f s t o p b i t s 1 

handshake D S R / DTP, 

To send the PostScript program to the printer, type this line at the DOS 

prompt, and then press Enter: 

copy SET. PST COM1 
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3 Trans mi t d a t a 



4 Si gnal ground 

5 Receive data 

6 Transmit data + 

7 GPi 

8 Receive data + 



The operating modes you can use are the same as for the 25-pin R 5 - 2 3 2 
connector. See "Using the Printer's 25-Pin Serial Port" earlier in this 
appendix. Pay particular attention to "Step 3: Selecting an Operating Mode" 
in that section. 
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APPENDIX C-CONNECTING TO AND PRINTING WITH AN MS-DOS COMPUTER 
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- an MS-DOS or I B M- c o mp a t I b I e computer 

- an Apple Local T a I k PC Card (or equivalent) 

- one Apple Local T a I k Locking Connector Kit (the Dln-8 version) to connect to 
the Laser Wr Iter 

- another Apple Local T a I k Locking Connector Kit (the Dln-8 version If your 
Local T a I k PC Card has an 8-pin plug; the DB9 version If It has a 9-pin plug) 
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You 


c a 


n obtain 


a L o c 


a 1 Ta 


1 k PC 


Ca 


r e p r 


e s 


e n t a t i v e . 


This 


c a r 


d i s a 


h 


o n e 


of 


the slot 


s i n 


your 


c o mp u 


t e 



The Local T a I k PC Card comes with the AppleShare PC or PC LaserWriter program, 
which allows your computer to work with Local T a I k . 

- If your application program produces files in PostScript for ma t, the 
AppleShare PC program or PC Laser Wr iter program lets you send those files 
directly to the Personal LaserWriter NT, 
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3. Plug another Local Tal k connector box into the 8-pin Local Tal k port on the 
back of your printer. 
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Depending on your configuration of serial ports, cables, and modem 
eliminator, you may also need one or more of the following: 

- a 25-pin to 9-pin serial port adapter (if you need to connect a 9-pin cable 
to the Laser Wr iter 25-pin serial port) 

- female to male or male to female adapters (if the ends of your cables and 
adapters don't match up) 



Different serial cables are wired differently. If you need help, contact your 
authorized Apple dealer when purchasing a cable. 



If your computer has a standard serial port, such as those supplied with the 
IBM PC, you should be able to use standard cables. If not, you may have to 
purchase a special cable or have a cable built for you. Table F-l provides a 
description of the pin assign me n t s on the 25-pin serial (RS-232) port of the 
Personal LaserWriter NT. The person who builds your cable will need this 
i n f o r ma t i on. 

Table F-l Pin assignments for the 25-pin serial port on the Personal 
Laser Wr iter NT 

Pin Circuit Description 

1 ( o r 7 ) SGnd Signalground 

2 Txd Trans mi t d a t a 

3 R x d Receive data 

4 Rts Request to send 

5 Ct s CI ear t o send 

6 6DSR Datasetready 

8 DC D Dat a carrier detect 

20 DTR Dataterminalready 

22 Ring Ringindicator 

*Your Personal LaserWriter NT needs only pins 1 (or 7), 2, and 3, but a 

connected device may require the others. For example, to exchange information 

with an MS-DOS computer using the DSR/DTR handshake, pins 6 (DSR) and 20 

(DTR) on the 25-pin RS-232 serial port of the LaserWriter must be connected 
to their counterparts on the serial port of the MS-DOS computer. 
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If your computer has a 9-pin serial port, use a 9-pin to 25-pin RS-232C 
adapter cable. 



Step 3: Selecting an operating mode. You can use the pushwheel switch on 

the back of your Personal LaserWriter NT to choose whether your printer 

operates in PostScript mode (batch or binary) or emulates an Hewlett-Packard 

LaserJet Plus or a Diablo 6 3 printer. 

Table F-2 Switch settings 

S wi t c h 

position Port Meaning* 

8-pin AppleTalk, PostScript batch mode 

25-pin Serial, no input 

1 8- pi n Ser i al ( 9 6 ) , ( N) , ( st d) , ( 1) , 

( XON) , 

PostScript batch mo d e 

25- pi n Serial ( 9 6 ) , ( N) , ( st d) , ( 1) , 

( XON) , 

PostScript batch mo d e 

2 8- pi n Ser i al ( 9 6 ) , ( N) , 8, ( 1) , 

( XON) , HP e mu I a t i o n 
25- pi n Serial ( 9 6 ) , ( N) , 8, ( 1) , 

( XON) , HP emul at i on 

3 8- pi n Ser i al ( 9 6 ) , ( N) , 8, ( 1) , 

( XON) , Diablo e mu I a t i o n 
25- pi n Serial ( 9 6 ) , ( N) , 8, ( 1) , 

( XON) , Diablo e mu I a t i o n 

4 8- pi n Ser i al 1 2 0, N, st d, 1, XON, 

PostScript batch mo d e 
25- pi n Serial 1 2 0, N, st d, 1, XON, 

PostScript batch mo d e 

5 8- pi n Ser i al ( 9 6 ) , ( N) , 8, ( 1) , 
None, PostScriptbatchmode 

25- pi n Serial ( 9 6 ) , ( N) , 8, ( 1) , DTP,, 

PostScript batch mo d e 

6 8- pi n Ser i al ( 9 6 ) , ( N) , 8, ( 1) , 

(XON), PostScript binary mode 
25- pi n Serial ( 9 6 ) , ( N) , 8, ( 1) , 

(XON), PostScript binary mode 

7 8-pin AppleTalk, PostScript batch 

2 5 - p i n Serial, n o i n p u t 

* F o r switch positions 1 through 6, the parameters are listed in the following 
order: data transfer rate, parity check, number of data bits, stop bits, 
handshake, and mode. The parentheses indicate that the parameter can be 
changed. For mo re information, see "Checking and Changing the Printer's 
Parameters" later in this appendix. 



Your choice of setting depends on your software, the capabilities of your 



equipment, and your preferences. For example, if your computer can 
communicate at 9600 baud, your software supports PostScript, and you want to 
use XON/XOFF protocols, choose setting 1; if you want DTR protocols, choose 
setting 5 . 

More information about the settings 

Each setting serves a specific purpose, and it is likely that one of them 
meets all of your needs. 

- If you connect the Personal LaserWriter to a Macintosh computer or to an 
MS-DOS computer with a Local T a I k card installed, use setting or 7. (If you 
have just unpacked a new LaserWriter, the switch is preset at 0.) 

- To use PostScript format in batch mode, use setting 1. 

- To emulate HP LaserJet Plus format, use setting 2. 

- To emulate Diablo format, use setting 3. 

- If you are limited to a baud rate slower than the default 9600, use setting 
4 (permanently set at 1200 baud). From this setting you can change the baud 
rate for other settings to accommodate your needs. (See "Checking and 
Changing the Printer's Parameters" later in this appendix.) 

Diagnostic page: When the switch is in position 4 and you turn on the 
printer, it doesn't print the usual startup page. Instead it prints a 
diagnostic page showing the current parameters of each switch setting and 
other useful information. 

- To use PostScript format with a DSR/DTR handshake, use setting 5. (The 
cable must be connected to the printer's 25-pin serial port. From this 
setting you can change other settings from the XON to the DTR handshake, if 
you prefer.) 

- To send binary data using PostScript format, use setting 6. You can also 
use this setting to switch from PostScript to HP or Diablo emulation. (To do 
this kind of software switching you must install on your computer a driver 
that supports the binary serial protocol.) 

Note: For more information about the pushwheel switch, see Appendix A, 
"Ports, Status Lights, and Switches." 
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the s a me language. 

To configure the computer's serial port, you type commands at the DOS prompt 
as described in this section. 

1. Switch on the printer. 

The Personal Laser Wr iter prints a startup page, indicating the for ma t you've 
selected -- PostScript, Diablo 630, or LaserJet Plus. In addition, the page 
reports which connectors are set to receive information. 



If the format or connector is not what you want, turn off the printer and 
reset the pushwheel switch. (See the previous section, "Step 3: Selecting an 
Operating Mode.") Then turn on the printer again. 

2. Start up your MS-DOS computer. 

3. Type the following two MS-DOS commands at the prompt. 
MODE COM1 : 96, N, 8, 1, P MODE LPT1:=C0M1: 
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